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BAR PLACEMENT: STEP 3: 4 PLAYERS







USE THE SCREWDRIVER
TO PRY THE PLAYER
INTO PLACE

HERRAMIENTAS RECOMENDADAS PARA LA COLOCACION DE LOS JUGADORES
RECOMMENDED TOOLS FOR THE ARRANGEMENT OF THE PLAYERS

LLAVE DE CARRACA O 1/4
RATCHET WRENCH O 1/4

qé S

LLAVE DINAMOMETRICA O 1/4

TORQUE WRENCH O 1/4

UTILIZAR ESTA LLAVE PARA REALIZAR
UN PRIMER APRIETE DEL JUGADOR
SOBRE LA BARRA.

USE THIS WRENCH TO SECURE THE
PLAYER IN POSITION ON THE BAR.

UTILIZAR ESTA LLAVE PARA AJUSTAR
EL APRIETE A UN PAR MAXIMO DE
2.3/2.5 kgfm

USE THIS TOOL TO TIGHTEN THE
PLAYER ON THE BAR AT A MAXIMUM
TORQUE OF 2.3/2.5 kgfm
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COMPONENTS:

Bar set with
handle SAM foosba-
11 table ARENA

X8

Barra acero cali-
brada®9x900 para
barras telescopicas
Futbolin SAM

x8

Goalkeeper stopper
bar Table football

X2

player bar top
football table 143

X8

LEADER player
male

X22

bar cap
telescopic football
table

X8

Allen screw DIN
912-M6x1 -16

X2

Tornillo Allen DIN
912- M8x1.25-12

X22

spring bar

x8




